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FLOWMETER

At 70 bar / 1000 PSI

0.10mm / 0.004”
0.030 LPM / 0.008 GPM

0.15mm / 0.006”
0.050 LPM / 0.013 GPM

0.20mm / 0.008”
0.075 LPM / 0.020 GPM

0.30mm / 0.012”
0.105 LPM / 0.027 GPM

0.40mm / 0.016”
0.150 LPM / 0.040 GPM

0.50mm / 0.020”
0.190 LPM / 0.050 GPM

0.60mm / 0.024”
0.210 LPM / 0.056 GPM

0.70mm / 0.028”
0.240 LPM / 0.064 GPM

0.40mm HF / 0.016”
0.315 LPM / 0.083 GPM

0.50mm HF / 0.020”
0.440 LPM / 0.115 GPM

0.60mm HF / 0.024”
0.500 LPM / 0.130 GPM

0.70mm HF  / 0.028”
0.590 LPM / 0.156 GPM
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One line on the
anti drip body

Yellow O ring

M-5 nozzle & 
M-5 anti drip

No line on the 
anti drip body

Black O ring

UNC 10-24 nozzle & 
UNC 10-24 anti drip

ANTI DRIP THREATS

Two lines on the
anti drip body

UNC 12-24 nozzle & 
UNC 12-24 anti drip

Blue O ring

HOW TO DISTINGUISH THREATS

UNC 10-24

M-5

UNC 12-24

UNC 10-24  

Black 
O ring

UNC 10-24

No line 
on the !tting

Blue 
O ring

UNC 12-24 UNC 12-24

Two lines 
on the !tting

Yellow 
O ring

M5 M5

One line 
on the !tting
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CODE COLOR
ORIFICE

Ø

PRESSURE

30 Bar 40 Bar 50 Bar 60 Bar 70 Bar 80 Bar

435 psi 580 psi 725 psi 870 psi 1015 psi 1160 psi

0301032 Red/Wh 0.50 0.7 L 0.8 L 0.9 L 1.0 L 1.1 L 1.2 L

0301031 Bl/Wh 0.70 1.6 L 1.8 L 2.0 L 2.2 L 2.4 L 2.6 L

0301016 White 1.00 2.5 L 2.8 L 3.2 L 3.5 L 3.7 L 4.0 L

0301017 Black 1.10 3.7 L 4.3 L 4.8 L 5.3 L 5.7 L 6.1 L

0301018 Red 1.20 5.2 L 5.9 L 6.6 L 7.3 L 7.8 L 8.4 L

0301019 Yellow 1.30 5.8 L 6.8 L 7.5 L 8.3 L 9.0 L 9.5 L

0301020 Green 1.40 6.8 L 7.8 L 8.7 L 9.6 L 10.3 L 11.1 L

0301021 Pink 1.50 8.0 L 9.3 L 10.4 L 11.3 L 12.3 L 13.2 L

0301022 Orange 1.60 8.6 L 10.0 L 11.2 L 12.2 L 13.2 L 14.1 L

0301023 Blue 1.70 9.8 L 11.3 L 12.7 L 14.0 L 15.1 L 16.1 L

DISCHARGE NOZZLES (BRASS)

NOZZLE EQUIPMENTS

Nozzle
Plug

Fast 
Drain

Auto 
Drain valve

Nozzle 
O rings

L

D

R

T

F

CODE
F

ORIFICE
mm

L

mm

D

mm

T
THREAD

SIZE

R
O RING
COLOR

0301032 0.50 31.00 9.60 10-24 UNC Black

0301031 0.70 31.00 9.60 10-24 UNC Black

0301016 1.00 31.00 9.60 10-24 UNC Black

0301017 1.10 31.00 9.60 10-24 UNC Black

0301018 1.20 31.00 9.60 10-24 UNC Black

0301019 1.30 31.00 9.60 10-24 UNC Black

0301020 1.40 31.00 9.60 10-24 UNC Black

0301021 1.50 31.00 9.60 10-24 UNC Black

0301022 1.60 31.00 9.60 10-24 UNC Black

0301023 1.70 31.00 9.60 10-24 UNC Black

COLOUR CODE

Brass & SS 303 Brass & SS 303
UNC 10-24 & UNC 12-24UNC 10-24 & UNC 12-24
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KNURLED ECONO SERIES (BRASS)

NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

D

mm

L

mm

T
THREAD

SIZE

R
O RING
COLOR

NM20BK-U1 <6• 70° 0.20 9.60 10.70 UNC10-24 red

NM30BK-U1 <8• 85° 0.30 9.60 10.70 UNC10-24 black

NM40BK-U1 <11• 90° 0.40 9.60 10.70 UNC10-24 blue

NM50BK-U1 <13• 95° 0.50 9.60 10.70 UNC10-24 green

HIGH PERFORMANCE KNURLED ALL SS 316L SERIES

NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

D

mm

L

mm

T
THREAD

SIZE

R
O RING
COLOR

NM10SS316-U1 <3• 45° 0.10 9.60 10.70 UNC 10 24 black

NM15SS316-U1 <5• 55° 0.15 9.60 10.70 UNC 10-24 black

NM20SS316-U1 <6• 70° 0.20 9.60 10.70 UNC10-24 black

NM30SS316-U1 <8• 85° 0.30 9.60 10.70 UNC10-24 black

NM40SS316-U1 <11• 90° 0.40 9.60 10.70 UNC10-24 black

NM50SS316-U1 <13• 95° 0.50 9.60 10.70 UNC10-24 black

L

D

R

TFA

L

D

R

TFA
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NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

L

mm

W

mm

T
THREAD

SIZE

R
O RING
COLOR

NM10SSHC-AD-M
NM10SSHC-AD-U1
NM10SSHC-AD-U2

<3• 45° 0.10 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM15SSHC-AD-M
NM15SSHC-AD-U1
NM15SSHC-AD-U2

<5• 55° 0.15 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM20SSHC-AD-M
NM20SSHC-AD-U1
NM20SSHC-AD-U2

<6• 70° 0.20 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM30SSHC-AD-M
NM30SSHC-AD-U1
NM30SSHC-AD-U2

<8• 85° 0.30 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM40SSHC-AD-M
NM40SSHC-AD-U1
NM40SSHC-AD-U2

<11• 90° 0.40 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM50SSHC-AD-M
NM50SSHC-AD-U1
NM50SSHC-AD-U2

<13• 95° 0.50 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM60SSHC-AD-M
NM60SSHC-AD-U1
NM60SSHC-AD-U2

<17• 95° 0.60 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM70SSHC-AD-M
NM70SSHC-AD-U1
NM70SSHC-AD-U2

<20• 100° 0.70 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

HIGH PRECISION HEX C SERIES 
CLEANABLE WITH ANTI-DRIP  (SS 303)

HIGH PRECISION HEX C SERIES
CLEANABLE WITH ANTI-DRIP  (BRASS)

NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

L

mm

W

mm

T
THREAD

SIZE

R
O RING
COLOR

NM10BHC-AD-M
NM10BHC-AD-U1
NM10BHC-AD-U2

<3• 45° 0.10 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM15BHC-AD-M
NM15BHC-AD-U1
NM15BHC-AD-U2

<5• 55° 0.15 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM20BHC-AD-M
NM20BHC-AD-U1
NM20BHC-AD-U2

<6• 70° 0.20 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM30BHC-AD-M
NM30BHC-AD-U1
NM30BHC-AD-U2

<8• 85° 0.30 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM40BHC-AD-M
NM40BHC-AD-U1
NM40BHC-AD-U2

<11• 90° 0.40 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM50BHC-AD-M
NM50BHC-AD-U1
NM50BHC-AD-U2

<13• 95° 0.50 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM60BHC-AD-M
NM60BHC-AD-U1
NM60BHC-AD-U2

<17• 95° 0.60 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM70BHC-AD-M
NM70BHC-AD-U1
NM70BHC-AD-U2

<20• 100° 0.70 22.20 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

L

R

TFA

R
W

L

R

TFA

R
W
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NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

L

mm

D

mm

T
THREAD

SIZE

NM10SSCF-AD <3• 45° 0.10 25.00 12.00 1/8” NPT

NM15SSCF-AD <5• 55° 0.15 25.00 12.00 1/8” NPT

NM20SSCF-AD <6• 70° 0.20 25.00 12.00 1/8” NPT

NM30SSCF-AD <8• 85° 0.30 25.00 12.00 1/8” NPT

NM40SSCF-AD <11• 90° 0.40 25.00 12.00 1/8” NPT

NM50SSCF-AD <13• 95° 0.50 25.00 12.00 1/8” NPT

NM60SSCF-AD <17• 95° 0.60 25.00 12.00 1/8” NPT

NM70SSCF-AD <20• 100° 0.70 25.00 12.00 1/8” NPT

HIGH PRECISION 1/8” NPT CF SERIES
CLEANABLE WITH ANTI-DRIP AND FILTER (SS 303)

L

D TFA

NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

D

mm

L

mm

T
THREAD

SIZE

R
O RING
COLOR

NM15B mini <5• 55° 0.15  8.00 9.70 M5 yellow

NM20B mini <6• 70° 0.20 8.00 9.70 M5 red

NM30B mini <8• 85° 0.30 8.00 9.70 M5 black

HIGH PRECISION MINI SERIES FOR MINI FITTINGS  (BRASS)

L

D

R

TFA



NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

L

mm

W

mm

T
THREAD

SIZE

R
O RING
COLOR

NM10SSH-M
NM10SSH-U1
NM10SSH-U2

<3• 45° 0.10 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM15SSH-M
NM15SSH-U1
NM15SSH-U2

<5• 55° 0.15 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM20SSH-M
NM20SSH-U1
NM20SSH-U2

<6• 70° 0.20 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM30SSH-M
NM30SSH-U1
NM30SSH-U2

<8• 85° 0.30 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM40SSH-M
NM40SSH-U1
NM40SSH-U2

<11• 90° 0.40 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM50SSH-M
NM50SSH-U1
NM50SSH-U2

<13• 95° 0.50 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM60SSH-M
NM60SSH-U1
NM60SSH-U2

<17• 95° 0.60 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM70SSH-M
NM70SSH-U1
NM70SSH-U2

<20• 100° 0.70 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

HIGH PERFORMANCE HEX SERIES  (SS 303)

NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

L

mm

W

mm

T
THREAD

SIZE

R
O RING
COLOR

NM10BH-M
NM10BH-U1
NM10BH-U2

<3• 45° 0.10 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM15BH-M
NM15BH-U1
NM15BH-U2

<5• 55° 0.15 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM20BH-M
NM20BH-U1
NM20BH-U2

<6• 70° 0.20 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM30BH-M
NM30BH-U1
NM30BH-U2

<8• 85° 0.30 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM40BH-M
NM40BH-U1
NM40BH-U2

<11• 90° 0.40 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM50BH-M
NM50BH-U1
NM50BH-U2

<13• 95° 0.50 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM60BH-M
NM60BH-U1
NM60BH-U2

<17• 95° 0.60 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM70BH-M
NM70BH-U1
NM70BH-U2

<20• 100° 0.70 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

HIGH PERFORMANCE HEX SERIES  (BRASS)

L

W

R

TFA

L

W

R

TFA
misting nozzles
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HIGH PERFORMANCE HIGH FLOW HEX SERIES (BRASS)

NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

L

mm

W

mm

T
THREAD

SIZE

R
O RING
COLOR

NM40BH-HF-M
NM40BH-HF-U1
NM40BH-HF-U2

<15• 90° 0.40 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM50BH-HF-M
NM50BH-HF-U1
NM50BH-HF-U2

<30• 95° 0.50 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM60BH-HF-M
NM60BH-HF-U1
NM60BH-HF-U2

<38• 95° 0.60 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM70BH-HF-M
NM70BH-HF-U1
NM70BH-HF-U2

<46• 100° 0.70 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

HIGH PERFORMANCE HIGH FLOW HEX SERIES (SS 303)

NOZZLE
CODE

MEDIAN
DROPLET

SIZE

A
SPRAY
ANGLE

F
ORIFICE

mm

L

mm

W

mm

T
THREAD

SIZE

R
O RING
COLOR

NM40SSH-HF-M
NM40SSH-HF-U1
NM40SSH-HF-U2

<15• 90° 0.40 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM50SSH-HF-M
NM50SSH-HF-U1
NM50SSH-HF-U2

<30• 95° 0.50 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM60SSH-HF-M
NM60SSH-HF-U1
NM60SSH-HF-U2

<38• 95° 0.60 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

NM70SSH-HF-M
NM70SSH-HF-U1
NM70SSH-HF-U2

<46• 100° 0.70 10.70 10.00
M5

UNC10-24
UNC12-24

yellow
black
blue

L

W

R

TFA

L

W

R

TFA
misting nozzles
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HIGH PRESSURE MISTING NOZZLES

Nozzles are a precision component of your misting system, designed to produce a speci!c 
performance under very speci!c conditions.  Just because a nozzle is spraying doesn"t mean 
that it"s working properly. Many factors can reduce the ef!ciency of a spray nozzle and 
ultimately your entire system.  

A good nozzle MUST have;

• Very carefully engineered ori!ce to produce an optimum spray pattern.
• Ori!ce material must be 316L quality Stainless Steel.
• The tolerance of the diameter of nozzle ori!ces must be exact. 
• As the #ow of a nozzle depends on the gap between the nozzle body and the impeller,  
            these parts must machined with high precision.  
• Size of water droplets must be very small for fast evaporation.
• Quality of the O ring must be very high. 

Different types of nozzles are manufactured by NORMIST premises by using high precision 
CNC machine tools and testing & measuring devices. 

Nozzles and anti-drip bodies are produced on TORNOS multi spindle machines.

Ori!ce parts are stamped on a 90 ton press SS Impellers are manufactured on

Gildemeister  lathe.



Ori!ce drilling

Ori!ce measuring Laser marking

Droplet MeasuringNozzle Testing

misting nozzles


